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SUT-250-S 
 

 
 

ASSEMBLY REQUIREMENTS  
 

*Torque all T-bolt nuts to 35-40 foot pounds. 

 

*Check all lights before towing. 
 

*Tire  pressure not to exceed recommendation on serial tag. 
 

*Re-torque wheel nuts after first 25 miles to 80 ft pounds and 

periodically thereafter. 

 
Failure to follow the assembly instructions could result in serious injury or death. 
 

Incorrect assembly or modifications to your trailer will void any specific or implied 

warranty. 
 

For questions or assistance assembling your trailer call 800-282-5042. 

 

UNPACK AND IDENTIFY 

THE FOLLOWING 

PARTS. 
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Tongue section and angle bracket for cross members. 
 

 
 

Side Rails and cross members 
 

 
 

Axle assembly, springs and U bolt hardware. 
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Fenders and tires 
 

 
 

Rollers winch post and braces. 
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Lights, brackets, harness, and hardware 
 

 

 
 

Skid and side marker bracket 
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Tongue assembly 
 

 
T-bolts 

Unwrap the two tongue sections and loosen the nuts on the splice plates. 

Also make sure that the front tongue section has 4 T-bolts on each side 

before the tongue sections go together. 
 

 
 

Slide splice plates over the adjacent tongue section until the plates are 

centered between the tongue sections. 
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Tighten nuts. 
 

Frame Assembly 
 

 
 

Front cross member Side rails  Rear cross member 

 

 

 

 


